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		  A	 B	 C	 D	 E	 W	 t	 R	 Case Size	 +0	 -0	 ± 0.2	 ± 0.8	 ± 0.5	 ± 0.3	 ± 0.5 
		  -3.0						    

	 A, B,	 180	 60	 13.0	 21.0	 2.0	 9.0	 2.0	 1.0

	 C, D, E	 330	 60	 13.0	 21.0	 2.0	 13.0	 2.0	 1.0

Reel

Reel Dimensions

Quantity per reel

Carrier Tape

(Unit: mm)
Carrier Tape Dimensions

	CASE	 a	 b	 c	 t	 p	 w	 d
		  ± 0.1	 ± 0.1	 ± 0.2	 ± 0.1	 ± 0.1	 ± 0.1	

	 A	 1.9	 3.9	 8.0	 2.0	 4.0	 4.0	 0.2

	 B	 3.1	 3.9	 8.0	 2.3	 4.0	 4.0	 0.2

	 C	 3.9	 6.3	 12.0	 2.7	 4.0	 8.0	 0.3

	 D	 4.6	 7.7	 12.0	 3.3	 4.0	 8.0	 0.3

	 E	 4.6	 7.7	 12.0	 4.2	 4.0	 8.0	 0.3

Taping Specifications
	

Case Size
		  Reel Size	

		  7"		  13"

	 A	 2,000 pcs		  10,000 pcs

	 B	 2,000 pcs		  7,500 pcs

	 C, D, E	 500 pcs		  2,500 pcs

	 E	 400 pcs		  2,000 pcs

Please Note: Venkel offers Engineering Kits for this product. See page 120 for details. 

How To Order

Packaging
Tape

Tantalum Rated Voltage
6.3V–006 (TCM series)
6.3V–6R3 (TCR series)
35V–035

Series
TCM
TCR

Capacitance
in picofarads
First two figures
are significant.
Third is the number
of zeros to follow.

Capacitance
Tolerance
±20%: M
±10%: K

Case Code
A, B, C,
D, E 

TA 035 TCM 105 M B R -13

(For TCM Series)

For 13 inch
reels add -13,
leave blank
for standard
7 inch reels

(1) A, B, C, D, E Case

226
35

927

Rated
Volatge

Polarity
Indicator

Picofarad
Code

ILC
(Internal Lot Code)

(For TCR Series)
(2) A, B, C, D, E Case

226
16

R+

812

Rated
Volatge

Polarity
Indicator

Picofarad
Code

ILC
(Internal Lot Code)

(R+)
Low ESR

1.0 µF - 105, 22 µF - 226, 100 µF - 107Marking*

	 Standard termination finish for this product is 100% 
matte Tin (Sn)

*	 All 6.3V rated Tantalums will typically be marked as 6 or 6V.

	 All components in this section are RoHS compliant 
per the EU directives and definitions.




